Mid-production Systems

What an electric system can do for you:

¢ Increase productivity — plenty of power for most residential and commercial applications
¢ Smooth and consistent spray pattern — minimizes pressure fluctuations on pump changeover @/
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¢ Free up space in trailer or rig — smaller footprint when compared to other spray systems

Reactor 2 Electric Series
Proven reliability at an outstanding value

With proven reliability the Reactor 2 E-series is the industry’s preferred
system. Reactor 2 stand-alone models are available in an E-30 and
E-XP2 model.

Advanced Controls

e Easy to operate Advanced Display Module interface
e Graco InSite — Remote Reporting Technology*

Ergonomic Set-up

 Electronics are above the pumps — comfortable
working height for easier service

Brushless Electric Motor

e Improved control and performance
e No maintenance needed
® L onger life

Easy Troubleshooting Diagnosis

e Troubleshooting Y-strainer for analog temperature and pressure gauges

e |nlet pressures and temperatures sensor are displayed and
recorded on ADM and Graco InSite*

Sleek Design

* 40% smaller footprint than traditional Reactor E-30

*Elite Models

e Graco InSite comes factory installed
e Inlet pressure and temperature sensors (interfaces with Graco InSite)
o Xtreme-Wrap” Scuff Guard on heated hoses when ordered as a package

GLOBAL FIELD-TESTING

LIFE TESTING

LAB TESTING

MORE THAN
30,000 GALLONS SPRAYED

EIGHT REACTOR 2’s RAN CONTINUOUSLY;
EACH RAN OVER THREE MILLION CYCLES

OVER 150 UNIQUE TESTS PERFORMED
IN THE GRACO TEST LABS
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Entry-level Systems

What an entry-level system can do for you:

e Easy to maneuver — wheeled carts let you get closer to the job
e Easy to use — best for low to medium-output applications
o Affordability — excellent value for residential and commercial use

Reactor A-25 and A-XP1

Best choice for affordability

The Reactor air systems have the ability to maintain consistent temperature control, even when you're spraying at maximum flow rates —
resulting in better quality foam or coatings. Have peace of mind with the proven durability of a standard Graco quality air motor.

Three Heat Zones

e Three independent heat zones —

IS0, resin and hose heat ( ‘ =

® Provide accurate heat control
for reliable spraying to handle
different chemical viscosities

 Digital temperature controls

DataTrak™ Control

e Resettable counter tracks material usage

NXT° Air Motor

e | ow air consumption for increased efficiency
o Muffler provides low operating noise levels
e Air valve provides smooth and rapid changeover

Recirculation
Manifold

® A quick, easy way
to balance system

pressures
ISO Pump Lube System
e Prevents isocyanate crystallization
on the pump seal and shaft
Hybrid Heater

® Provides better
temperature control

Quick Knockdown Pumps

o Allows for easy service
e Fast disassembly



Reactor E-20 and E-XP1
Durability you’ve come to expect

Equipped with material data and system diagnostics, the Reactor E-20 and E-XP1 systems provide total control for spraying foam
insulation and coatings.

Reliability

e Powerful hybrid heaters
e Accurate heating with precise temperature sensing

Simple Control

e Digital heat and pressure controls

Heater

Control Boards Pumps

® Quick knockdown for

® | onger-lasting "
easy maintenance

modular heater
* Minimize downtime

Hose Heat
Transformer

* Does not require
tap settings
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Portable & Touch-up Systems

What portable & touch-up systems can do for you:

e Save time — get smaller jobs done fast without sacrificing performance
e Self-contained system — no transfer pumps required

e Easy to use — single knob motor operations

* Provides consistency — uses standard spray guns you're familiar with

Reactor E-10hp

Fast start-up time for improved productivity

Expand your business with polyurea applications. The Reactor E-10hp sprayer is a smart, affordable investment that will help grow
your business. Even though it's an entry level system, it packs plenty of power and uses standard residential electrical outlets —
no generator is needed.

Digital Heat Controls

e Allows you to enter the exact temperatures you need
e Uses the same control boards as a standard Reactor

Low Level Sensors

 Indicates when material is low
(1 gal/3.8 L remaining)

* No contact with materials —
prevents buildup

Motor

e Offers 50% more power than the Reactor E-10

® Provides improved spray performance
with reduced pressure drop

Boost Heat

 Directs unused power from the
motor circuit to additional
heater rods

o Additional heater power brings
material to desired temperatures
faster during recirculation mode

Insulated Tanks

* Double-wall insulated
to retain heat

© Smooth interior lining
for easy cleaning

e Improved seal design on lid
for better moisture control

Robust Hybrid Heater

e More power, faster material
handling means
more uptime

Quick knockdown
Lower Pumps

e Fasy disassembly and maintenance

Temperature Guages in
Y-strainers

 Provides accurate tank temperature readings



Reactor E-10 V4 Y
Save up to 30% on material costs compared
to disposable foam systems

Reactor E-10 sprayers are ideal for plural-component spray, joint-fill
jobs and touch-ups. One person operation saves time and money!

Intuitive Controls

e Fasy start and stop
o Digital temperature display

Heater and Hose

 Gives up to 2000 watts to
pre-heat circulating material

Electric Motor

e Improved performance
e Reduces operating costs

Power

e Electric power is a low draw and
plugs into standard outlets

Reactor E-8p
For no-heat foams and flooring applications

Become more competitive in today’s market with equipment designed for remodeling or flooring applications. As a touch-up system for
no-heat foam insulation, the Reactor E-8p system frees up larger rigs for larger jobs while enabling you to finish small jobs affordably.
For flooring applications, the Reactor E-8p system offers easy control and is ideal for small to mid-sized joint fill applications.

Electric Motor
ectric Moto Threaded Bucket Spout Connection

 Proven motor performance, uses standard residential outlet -
* Keeps your connection secure

and prevents spills
Telescoping Handle

® Fasy handling from
your vehicle to

the home Pressure
Balance Valves
Built-in * Quick and easy balancing of

system pressures enables

Suction Lines correct start-up

* No need for

feed pumps .f
' Simple User Controls
Lightweight {r; ——————— - * Intuitive start/stop with single control knob
® Easy to maneuver up and down stairs — only 95 Ib (43 kg) . -i.
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Equipment For Spray Foam Applications

Graco Has You Covered

L
il
Air (A Series) Electric (E Series)
MODEL Reactor 2 E-30
Max Working 2000 psi 2000 psi 2000 psi 2000 psi 2000 psi
Pressure (138 bar, 13.8 MPa) (140 bar, 14 MPa) (138 bar, 13.8 MPa) (138 bar, 13.8 MPa) (138 bar, 13.8 MPa)
28 scfm air
consumption@100 psi
Min Working N/A NA N/A N/A N/A
Pressure
Max Hose Length | 210 ft (64 m) 105 ft (32 m) 105 ft (32 m) 210 ft (64 m) 310 ft (94 m)
Max Fluid Temp 190°F (88°C) NA 160°F (71°C) 190°F (88°C) 190°F (88°C)
Output 25 Ib (11.4 kg)/min 12 Ib (5.4 kg)/min 12 Ib (5.4 kg)/min 20 Ib (9 kg)/min 30 b (13.6 kg)/min
Weight 250 Ib (113 kg) 95 Ib (43 kg) Heated: 160 Ib (72 kg) 342 1b (155 kg) 355 1b (161 kg)
Unheated: 150 Ib (68 kg)
Graco InSite No No No Yes Yes
Compatible
Ordering With 6.0 kW heater: Foam: With 1.7 kW heater: With 6.0 kW heater: With 10.2 kW heater:
Information .
262614 120V 120V, 2-cord 230V, 1-ph — 48A 272110 - Elite
259082 249570 259025 272010 - standard
*Amps
230V, 1-ph — 40A 240V With 2.0 kW heater: 230V, 3-ph — 32A With 15.3 kW heater:
230V, 3-ph — 32A 259083 240V, 2-cord 259034 272111 - Elite
380V, 3-ph — 18.5A Floorina: 249571 272011 - standard
ooring: 400V, 3-ph — 24A
120V 240V, 1-cord 259030 *Amps
259082 249572 10KW:
24R151 (Pkg) 230V, 1-ph — 78A
Unheated ambient 230V, 3-ph — 50A
240V system: 400V, 3-ph — 34A
259083
24R154 (Pkg) 1228‘5’76 15KW:
230V, 1-ph — 100A
230V, 3-ph — 62A
240V
249577 400V, 3-ph — 35A
Packages b b t A
Operation manual 3A1569 3A1602 311075 312065 333023
Repair manual 3A1570 3A1602 311075 312066 333024
*Reactor systems can be wired for all voltages: 230V - 1ph; 230V - 3ph; 400V - 3ph T Basic packages available A Additional hose packages available
Basic packages
Most Reactor systems are available in a basic package, which includes:
e System e Whip hose e Spray hose e Choice of gun Fusion® AP, CS or Probler® P2
To order this package, replace the first two part numbers with the gun type. Fusion AP = AP; Fusion CS = CS; Probler P2 = P2
For example: System 272110 in a basic package with a Fusion AP gun, becomes part number AP2110

16




Electric (E Series)
Reactor 2 E-30i

Hydraulic (H Series)

Reactor 2 H-30

Reactor 2 H-40

Reactor 2 H-50

2000 psi
(138 bar, 13.8 MPa)

2000 psi
(138 bar, 13.8 MPa)

2000 psi
(138 bar, 13.8 MPa)

2000 psi
(138 bar, 13.8 MPa)

N/A 700 psi 600 psi 600 psi

(48 bar, 4.8 MPa) (41 bar, 4.1 MPa) (41 bar, 4.1 MPa)
310 ft (94 m) 310t (94 m) 410 ft (125 m) 410 ft (125 m)
190°F (88°C) 190°F (88°C) 190°F (88°C) 190°F (88°C)

30 Ib (13.6 kg)/min

28 I (12.3 kg)/min

45 Ib (20 kg)/min

52 I (23.6 kg)/min

1750 Ib (793.7 kg) - without compressor
2200 Ib (998 kg) - with compressor

10 kW: 530 Ib (240 kg)
15 kW: 556 Ib (252 kg)

600 Ib (272 kg)

600 Ib (272 kg)

Aux. power available: 35A at 240V

With Compressor:
272089
Aux. power available: 22A at 240V
272090 (Booster Heat)
Aux. power available: 5A at 240V
Other Specs:
Compressor: Hydrovane
5 HP, 16¢fm, 240V, 1-ph, 60 Hz
Air Dryer: Hankison, refrigerated
22 scfm, 115V, 1-ph, 60 Hz
Engine: Perkins
404-22G, 2.2 L, 29 HP
Generator: Mecc Alte
22 kW, 240V, 1-ph, 60 Hz, pancake style

17H132 - Elite
17H032 - standard

*Amps
10KW:
230V, 1-ph — 79A
230V, 3-ph — 46A
400V, 3-ph — 35A

15kW:

230V, 1-ph — 100A
230V, 3-ph — 59A
400V, 3-ph — 35A

Yes Yes Yes Yes

120V or 240V, 1-ph With 10.2 kW heater: With 15.3 kW heater: With 20.4 kW heater:
Without Compressor: 17H131 - Elite 230V, 3-ph — 71A 230V, 3-ph — 95A
272079 17H031 - standard 17H143 - Elite 17H153 - Elite

Aux. power available: 52A at 240V 17H043 - standard 17H053 - standard
272080 (Booster Heat) With 15.3 kW heater:

400V, 3-ph — 41A
17H145 - Elite
17H045 - standard

With 20.4 kKW heater:

230V, 3-ph — 95A
17H144 - Elite
17H044 - standard

400V, 3-ph — 52A
17H146 - Elite
17H046 - standard

400V, 3-ph — 52A
17H156 - Elite
17H056 - standard

1 A 1A i
332636 334945 334945 334945
332637 334946 334946 334946

*Reactor systems can be wired for all voltages: 230V - 1ph; 230V - 3ph; 400V - 3ph

T Basic packages available

A Additional hose packages available

Additional hose packages

e System e Whip hose

o Multiple spray hoses

Most Reactor systems are available in an additional hose package, which includes:
e Choice of gun Fusion® AP, CS or Probler® P2

To order this package, replace the first number with the gun type and the second number with “H” (for hose). Fusion AP = AH; Fusion CS = CH; Probler P2 = PH
For example: System 272110 in an additional hose package with a Fusion AP gun, becomes part number AH2110
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Equipment For Coatings Applications
Graco Has You Covered

.

Air (A Series) Electric (E Series)
MODEL Reactor 2 E-XP2 Reactor 2 E-XP2i
Max Working 3500 psi 2500 psi 2500 psi 3500 psi 3500 psi
Pressure (240 bar, 24.0 MPa) (172 bar, 17.2 MPa) (172 bar, 17.2 MPa) (240 bar, 24.0 MPa) (240 bar, 24.0 MPa)
Min Working N/A N/A N/A N/A N/A
Pressure
Max Hose Length 210 ft (64 m) 105 ft (32 m) 210 ft (64 m) 310t (94 m) 310t (94 m)
Max Fluid Temp 170°F (77°C) 170°F (77°C) 190°F (88°C) 190°F (88°C) 190°F (88°C)
Output 1.5gal (6.7 L)/ min 1gal (3.8 L)/ min 19al (3.8L)/min 2gal (7.6 L)/ min 2gal (7.6 L)/ min
Weight 250 1b (114 kg) 239 1b (108 kg) 342 1b (155 kg) 350 Ib (159 kg) 1800 Ib (793.7 kg) - w/ compressor
2200 Ib (998 kg) - w/o compressor
Graco InSite No No Yes Yes Yes
Compatible
Ordering 24Y165 120V With 10.2 kW heater: | With 15.3 kW heater: 120V or 240V, 1-ph
Information 241100 nh 272112 - Elite Without Compressor:
230V, 1-ph — 56A 230V, 1-ph —B9A 1 579012 - standard 272081
230V, 3-ph — 46A 230V 259024 - standar .
' Aux. power available: 35A at 240V
380V, 3-ph — 26A 247900 A )
230V, 3-ph — 43A mps With Compressor:
259033 230V, 1-ph — 100A 272091
230V, 3-ph — 59A Aux. power available: 5A at 240V
400V, 3-ph — 24A 400V, 3-ph — 35A Other Specs:
259029 Compressor: Hydrovane
5 HP, 16¢fm, 240V, 1-ph, 60 Hz
Air Dryer: Hankison, refrigerated
22 scfm, 115V, 1-ph, 60 Hz
Engine: Perkins
404-22G, 2.2 L, 29 HP
Generator: Mecc Alte
22 KW, 240V, 1-ph, 60 Hz, pancake style
Packages b i b A b
Operation manual | 3A1569 332144 312065 333023 332636
Repair manual 3A1570 332144 312066 333024 332637

*Reactor systems can be wired for all voltages: 230V - 1ph; 230V - 3ph; 400V - 3ph

T Basic packages available

A Additional hose packages available

Basic packages

e System

 \Whip hose

e Spray hose

Most Reactor systems are available in a basic package, which includes:
e Choice of gun Fusion® AP or Probler® P2

To order this package, replace the first two part numbers with the gun type. Fusion AP = AP; Probler P2 = P2
For example: System 272112 in a basic package with a Fusion AP gun, becomes part number AP2112

Additional hose packages
Most Reactor systems are available in an additional hose package, which includes:
o System * Whip hose o Multiple spray hoses e Choice of gun Fusion® AP or Probler® P2
To order this package, replace the first number with the gun type and the second number with “H” (for hose). Fusion AP = AH; Probler P2 = PH
For example: System 272112 in an additional hose package with a Fusion AP gun, becomes part number AH2112

18



Hydraulic (H Series)

Reactor 2 H-XP2

Reactor 2 H-XP3

3500 psi 3500 psi

(240 bar, 24.0 MPa) (240 bar, 24.0 MPa)
1200 psi 850 psi

(83 bar, 8.3 MPa) (59 bar, 5.9 MPa)
310 ft (94 m) 410 ft (125 m)
190°F (88°C) 190°F (88°C)

1.5¢gal (5.7 L)/ min

2.8gal (10.6 L)/ min

556 Ib (252 kg)

600 Ib (272 kg)

Yes

Yes

With 15.3 kW heater:

17H162 - Elite
17H062 - standard

*Amps
230V, 1-ph — 100A

230V, 3-ph — 59A
400V, 3-ph — 35A

With 20.4 kW heater:

230V, 3-ph — 95A

17H174 - Elite
17H074 - standard

400V, 3-ph — 52A
17H176 - Elite
17H076 - standard

$A $A
334945 334945
334946 334946

Build a complete system!

SELECT A SYSTEM

Choose an air, electric or hydraulic model.

KEY FEATURES:

e (Optional data reporting capabilities
e Foam models rated at 2000 psi (138 bar, 13.8 MPa)
e Coatings models rated up to 3500 psi (240 bar, 24.0 MPa)

SELECT HEATED HOSES

Choose from pressure ratings of 2000 psi or 3500 psi
(138 to 240 bar, 13.8 to 24.0 MPa).
Choose 3/8 inor 1/2in ID.

SELECT HEATED WHIP HOSE

Choose from pressure ratings of 2000 psi
or 3500 psi (138 to 240 bar, 13.8 to 24.0 MPa).
Choose 1/4 in or 3/8 in ID.

SELECT A GUN

Choose an air-purge, mechanical-purge or liquid-purge gun
with a round or flat pattern.

SELECT SUPPLY PROCESSING EQUIPMENT

SUPPLY PUMP

Choose from diaphragm or piston pumps for standard
materials in drum-mount or wall-mount. Select a 2:1
piston pump for materials with higher viscosities.

AGITATOR KITS

Choose a kit to agitate your resin for a consistent coating.
Graco’s patented Twistork® agitators are very low shear to
minimize material frothing.

For details on hoses, guns 5 _.-""/
and accessories, see ]
brochure 349104.
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Graco Has You Covered

Facilities Worldwide for Global Support

Quality First

At Graco we pride ourselves on
providing best-in-class products.
Engineered solutions are manufactured
in our own facilities, with the highest
standards in the industry. We provide
you with world-class customer support
and expertise to help solve your
application challenges.

Global Reach

Graco has facilities across the globe
to provide you with the products and
service you need, where you live. Plus,
Graco has dedicated field experts in
all areas of the world to support the
products we sell.

Product Capabilities

Graco has a broad range of products
that are engineered and tested to
perform in the harshest environments
S0 you can be certain your equipment
is protected and working at peak
performance.

®

Contact us today!

Call 877-844-7226 to talk with a Graco representative, '
or visit www.graco.com for more information. GRACO



